SPECIFICATION SHEET
stvLe: GP348014

ANSI/ISEA 105-2024 EN388

RCICIELS

4131X

Technical Data

Color Hi-Vis Orange
Sizes Available S-XL
Packaging Bulk Pack
Packed 12 Dozen/Case
Case Dimensions (cm) 50.00 x 29.50 x 27.00
Case Weight (kg) 7.30

Country of Origin Sri Lanka

Liner Material Nylon, Spandex
Coating Nitrile

Coating Color Black

Coating Coverage Palm & Fingers
Grip MicroFoam
Gauge 15

Cuff Knit Wrist

Impact Protection -

M aXi FI eX® U Iti mateTM Construction Coated Seamless Knit,
Hi-Vis Seamless Knit Nylon Glove with Nitrile Touchscreen Compatible

X X A Certifications Silicone Free, Latex Free

Coated MicroFoam G”p on Palm & Flngers - Product Circularity Reusable / Launderable
Touchscreen Compatible Recycled via Terracycle
* Nitrile MicroFoam coatings are compatible with light oils and will

provide a good grip and excellent abrasion resistance
® Knit Wrist helps prevent dirt and debris from entering the glove Pe rforma nce Data
e Touchscreen compatible to allow the user to operate a touch screen ANSI Abrasion Level 4

phone or device without removing gloves ANSI Puncture Level 2
e Hi-Vis coloring makes this product very easy to see ANSI Impact Level --
® Silicone and Latex free EN 388 4131X
® 360° Breathability - Patented micro-foam nitrile coating offers 360° EN 407 B

breathability, making it the most breathable glove on the market
today

licati Care Instructions
Applications w7 ¢ o)

e Maximum Breathability, Comfort and Durability Machine Water Temp Do Not Tumble Dry Low Heat
¢ Handling, Assembly and Sorting of Small Parts and Materials Wash 40°C Bleach
e Finishing and Parts Inspection

KEY: (OMade from recycled or bio-based g Launderable & Recyclable via TerraCycle®
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